Wokingham

PORTABLE BUILDING PRE-DELIVERY
roup JNSPECTION AND TESTING REPORT

ADDRESS OF DEPOT | PURPOSE OF REPORT .

Silver Birches To verify that the electrical installation for the portable building

_ Highland Avenue ] oomplieﬁ with BS 7571 2008 and is in a satisfactory condition for hire,
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INSPECTION AND CONTINUITY | SATISFACTORY
Check the presence of protective bonding omductcrs
Inspection of accessories for soundness of fixings, breakags rmsmg parts and sagns ofcverheatmg
Inspection of switchgear for soundness of ﬁxmgs, breakages, missing parts a.nd signs of overheating
All conductor connections are sound, labelled and correctly Identified

Disconnect and remove any nen-origingl Irstaﬂetim_equipmmv_supph,: mnngto co[swumerunit

TESTING (ENSURE EVERY CIRCUIT IS TESTED)
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_Continuity ~_Insulation Resistance RCD Loop Mutti-Function Tester
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'NEXT INSPECTION

This unit should next be inspected not more than 12 months from date of the latest Electrical Installation bae
Certificate/Periodic Inspection Report, e [0V

IMPORTANT NOTICE TO HIRER - This unit will need to be inspected and tested in accordance with BS 7671:2008 once a supply is connected.

This inspection and testing should be carried out by a competent person and a relevant report produced. Please see notes for recipients on the
following page.



